
10     
Choose a Plastic Fiber Optic Cable 

For Use In Use This Type of 
Plastic Cable

Length Allen-Bradley 
Catalog Number

Electrical cabinet Non-jacketed 
(chlorinated 
polyethylene)

0.1 m (5.1 in.) 2090-SCEP0-1

0.2 m (7 in.) 2090-SCEP0-2

0.3 m (1 ft) 2090-SCEP0-3

1 m (3.2 ft) 2090-SCEP1-0

3 m (9.8 ft) 2090-SCEP3-0

5 m (16.4 ft) 2090-SCEP5-0

8 m (26.2 ft) 2090-SCEP8-0

10 m (32.8 ft) 2090-SCEP10-0

15 m (49.2 ft) 2090-SCEP15-0

20 m (65.5 ft) 2090-SCEP20-0

25 m (82 ft) 2090-SCEP25-0

32 m (105 ft) 2090-SCEP32-0

Normal 
environments 
outside of an 
electrical cabinet

Standard jacket 
(polyvinyl chloride)

0.1 m (4 in.) 2090-SCVP0-1

0.3 m (1 ft) 2090-SCVP0-3

0.9 m (2.9 ft) 2090-SCVP0-9

1 m (3.2 ft) 2090-SCVP1-0

3 m (9.8 ft) 2090-SCVP3-0

5 m (16.4 ft) 2090-SCVP5-0

8 m (26.2 ft) 2090-SCVP8-0

10 m (32.8 ft) 2090-SCVP10-0

15 m (49.2 ft) 2090-SCVP15-0

20 m (65.5 ft) 2090-SCVP20-0

25 m (82 ft) 2090-SCVP25-0

32 m (105 ft) 2090-SCVP32-0
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